
 
 
 
 
 
 
 
 

Phillip A. DeLoatch   
12175 US158 HWY  

Conway, North Carolina 27820 
  Commercial Building Inspection  

October 26, 2021 
 

SUBJECT PROPERTY: 
2100 Old US Hwy 64 

Jamesville, North Carolina 27846 
 

As requested, an inspection of the property located at 2100 Old US Hwy 64 
Jamesville, North Carolina 27846 was performed. 

 
 The building is approximately 81 Years old. 
 
 The foundation of the building is masonry piers and crawlspace.  
     
The exterior walls are vinyl siding. 
     
The exterior trim moldings are vinyl and metal  
 
The windows are vinyl framed, double hung, thermal pane type. 
     
The exterior doors are wood framed wooden type that are in satisfactory condition.  
 
 The interior walls are wood framed, drywall type finished partition type.  
    
 The roof framing is of dimensional wood framing. The roof covering is Asphalt/Fiberglass type.  
The Attic above the sanctuary was observed from the pulldown stairway in the foyer office. The 
ceiling above the sanctuary is a cathedral type with limited access. There is no attic access 
above the offices and bathrooms of the building. 
   
 The plumbing supply piping is pex type.  The drainage plumbing piping of each building is pvc 
type.  There is a 40-gallon capacity, electric water heater located in the men’s restroom 
 
There is a 200-amp panelboard enclosure in the hallway. 



 
 
 
 
 
 
 
 

 
 

Summary of Deficiencies 
Foundation-  The underpinning brock work between the outer piers on the left side of the 
building have cracked and become dislodged. Underpinning offers no support for the building. 
Its purpose is to protect the utilities beneath the building and to keep out pest animals. A 
competent brick mason should be consulted to correct this concern. 
     Insulation has fallen from below the floor of the pulpit area. This condition reduces the 
operating efficiency of the heating and cooling equipment of the building. Reduced operating 
efficiency increases operating cost. A licensed insulating contractor should be consulted to 
correct this concern. 
     There are dark stains and mildew on the floor framing and subflooring throughout the 
crawlspace of the restrooms and office. These stains and mildew are an indication of elevated 
moisture levels and limited ventilation here in the past. This issue can be further evaluated and 
corrected by a controlled crawlspace specialist.  
     There are dark stains and deteriorated floor joists and girders below the floor of the 
sanctuary. The structural integrity of these floor joists has been compromised. This condition is 
a potential collapse concern of this floor framing system. A licensed general contract should be 
consulted to correct this issue.   
 
Exterior- There are holes in the vinyl siding on the left side of the building This condition is 
conducive for water intrusion. Water penetration into the building envelope can result in 
structural damage if not corrected. A licensed vinyl siding contractor should be consulted to 
correct this concern. 
The thermal window located on the left side of the building is cracked. The thermal integrity of 
this window has been compromised. A licensed general contractor should be consulted to 
correct this concern. 
 
 
Roof- Though in satisfactory condition, the surface of the roof has sagged and is not level. 
 
 
Plumbing- The diverter piping connected to the temperature and pressure relief valve on the 
water heater is very short. This piping should be directed to within six inches of the floor. There 
is a potential “SCALD” hazard if this valve activates.  A licensed plumbing contractor should be 
consulted to correct this issue. 



 
 
 
 
 
 
 
 

        
Electrical- There are an open spaces in the panelboard enclosure where breakers are missing or 
their “Knockouts” were accidently removed. This condition is a potential electrical contact 
hazard. 
      There is an electrical conductor exiting the side of this building’s panelboard enclosure that 
does not have a strain relief bushing. Electrical conductors exiting panelboard enclosures are 
supposed to be solidly anchored and protected where they exit the panel. The conductor can 
potentially be damaged and an electrical short can occur if not corrected. 
     The electrical receptacle located in the sanctuary, right of the pulpit area is not energized. 
Use of this receptacle is not possible in this condition.  
      A licensed electrical contractor should be consulted to correct these concerns. 
 
Central Heating System- The supply plenum near the crawlspace entrance  near the gas pack 
connection is severed. Conditioned air is being discharged into the crawlspace of the building 
when the heating and cooling systems are operating. This condition is conducive for reduced 
energy efficiency of the heating and cooling equipment of the building. Also, this condition is 
conducive for the development of undesirable environmental conditions during summer 
weather conditions. A licensed mechanical contractor should be consulted to correct this issue. 
        The building is heated by a gas pack unit. There is no permanently installed carbon 
monoxide detector in the building. A licensed mechanical contractor or licensed electrical 
contractor can install this safety device. 
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Foundation Photos: 

 
Fallen Insulation in Crawlspace 

 

 
Dark Stains and Mildew on Floor Framing 



 
 
 
 
 
 
 
 

 
Deteriorated Floor Joist 

 

 
Darks Stained Deteriorated Floor Framing 
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